
Test performed and certified by Yamaha application engineers

Note: Data may vary due to changes in weather, elevation, load and boat 
bottom conditions.  Fuel data gathered with Yamaha Fuel Management
System. Speed data gathered with GPS receiver.

No. of People: 2
Air Te m p : 35˚
Water Te m p : 36˚
E l e v a t i o n : 610'
Wind Ve l o c i t y : 5-10 MPH

Yamaha Motor Corp., USA • OEM Division, Marine Group

1270 Chastain Road  • K e n n e s a w, GA 3 0 1 4 4

For other bulletins, visit www. y a m a h a - m o t o r.com 

Pe r formance Data

R P M M P H G P H M P G D b
1000 5.1 0.8 6.38 60

2000 7.8 2.7 2.89 68

3000 24.3 5.4 4.50 77

4000 32.7 9.3 3.52 80

5000 41.1 14.6 2.82 85

5600 45.7 19.3 2.37 91

S E C O N D S TO PLANE:   4.07

L e n g t h :
B e a m:
We i g h t :
Max H.P. :
Fuel Capacity:
Weight As Tested:

23' 2"         
1 0 2 "
3,010  lbs.
3 0 0
61 gals.
4,200  lbs.

Horsepower:
Displacement:
Weight:
Gear Ratio:
Mounting Height:
Propeller (Dia/Pitch):
P r o p e l l e r Part #:

2 2 5
204.6 cu. in.
583 lbs.
2 . 0 0 : 1
# 3
15 1/4 x 19 SS
6 R 4 - 4 5 9 7 0 - A 0 - 0 0

MPH

GPH
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F225 TXRA
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C o m m e n t s : Tested weight includes 12 gallons
gas, starting battery and gear bag. 

Manufactured by Godfrey Marine  • (574) 522-8381

4500 Middlebury St.  • Elkhart, IN 46516

w w w. g o d f r e y m a r i n e . c o m

Engine: F225 TXRA

Boat: Hurricane F u n d e ck GS 232

Test Conditions

YPB#: 02-7-GFY-A
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