
 ENGINE OIL: 
 CHANGE

DRIVE BELT:  
INSPECT & ADJUST

REPLACE AS NEEDED

 TRANSMISSION 
FLUID: 

 CHANGE

AIR FILTER:  
INSPECT & REPLACE 

AS NEEDED 

FRONT DRIVE FLUID 
CHANGE

 ENGINE OIL: 
 CHANGE

GENERAL 
LUBRICATION:  

ALL FITTINGS, PIVOTS, 
CABLES, ETC.

AIR FILTER:  
INSPECT & REPLACE 

AS NEEDED

EXHAUST SYSTEM: 
INSPECT & CLEAN 

INSPECT FOR LEAKAGE OR 
CARBON BUILD UP AT JOINTS 

 
INSPECT & CLEAN SCREEN  

TYPE SPARK ARRESTOR

 150 HRS /  2400 km 100 HRS /  1600 km 25 HRS /  400 km 200 HRS /  3200 km 250 HRS /  4023 km 300 HRS /  4828 km

 ENGINE OIL: 
 CHANGE

 BATTERY:  
TEST, CLEAN, &  

CHECK FLUID LEVEL
REPLACE AS NEEDED

DRIVE BELT:  
INSPECT & ADJUST

REPLACE AS NEEDED

TIRES: 
INSPECT CONDITION  

& PRESSURE

EXHAUST SYSTEM: 
INSPECT & CLEAN 

INSPECT FOR LEAKAGE OR 
CARBON BUILD UP AT JOINTS 

 
INSPECT & CLEAN SCREEN 

TYPE SPARK ARRESTOR

 ENGINE OIL: 
 CHANGE

SHOCK OIL & SEALS 
INSPECT 

REPLACE AS NEEDED

BRAKE PADS & FLUID:  
REPLACE BRAKE FLUID

 SPARK PLUGS:  
INSPECT

REPLACE AS NEEDED

AIR FILTER:  
INSPECT & REPLACE  

AS NEEDED 

EXHAUST SYSTEM: 
INSPECT & CLEAN 

INSPECT FOR LEAKAGE OR 
CARBON BUILD UP AT JOINTS 

 
INSPECT & CLEAN SCREEN TYPE 

SPARK ARRESTOR

 ENGINE OIL: 
 CHANGE

 BATTERY:  
TEST, CLEAN, &  

CHECK FLUID LEVEL
REPLACE AS NEEDED

DRIVE BELT:  
INSPECT & ADJUST

REPLACE AS NEEDED

GENERAL 
LUBRICATION:  

ALL FITTINGS, PIVOTS, 
CABLES, ETC.

EXHAUST SYSTEM: 
INSPECT & CLEAN 

INSPECT FOR LEAKAGE OR 
CARBON BUILD UP AT JOINTS 

 
INSPECT & CLEAN SCREEN  

TYPE SPARK ARRESTOR

 ENGINE OIL: 
 CHANGE

AIR FILTER:  
INSPECT & REPLACE 

AS NEEDED 

GEARCASE & 
TRANSMISSION: 
REPLACE FLUIDS

EXHAUST SYSTEM: 
INSPECT & CLEAN 

INSPECT FOR LEAKAGE OR 
CARBON BUILD UP AT JOINTS 

 
INSPECT & CLEAN SCREEN  

TYPE SPARK ARRESTOR

24
MONTHS

18
MONTHS

12
MONTHS

BREAK-IN
MAINTENANCE

30
MONTHS

36
MONTHS

MAINTENANCE SCHEDULE

 EXHAUST SYSTEM: 
INSPECT & CLEAN 

INSPECT FOR LEAKAGE OR 
CARBON BUILD UP AT JOINTS 

 
INSPECT & CLEAN SCREEN TYPE 

SPARK ARRESTOR

GENERAL 
LUBRICATION:  

ALL FITTINGS, PIVOTS, 
CABLES, ETC.

DRIVE BELT:  
INSPECT & ADJUST

REPLACE AS NEEDED

50 HRS /  800 km

6
MONTHS

CHECK YOUR 
OWNER'S MANUAL 
FOR ADDITIONAL 
RECOMMENDED 
SERVICE ITEMS 
AND VEHICLE-
SPECIFIC TIMING


