








EVERY RIDE HAS A 5TORY

PRO R CAGE INSTRUCTIONS (P2111C054, P2111C055)
* FOLLOW THE ROPS SEQUENCE FOR INSTALL OF NEW CAGE (C, A, B PILLARS)*
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Re-connect CVT duct assembly. Position upper and lower tube as shown tightening the gear clamps to

Re-apply plastics of vehicle. Insert push pins at locations shown.
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[For further information on installation instructions and warnings please visit our website]
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Tighten last two bolts in front and behild inside B-pillar, repeat for opposite side of vehicle.

Pro Armor | 1123 Sherborn St. Corona, Ca. 92879 | 888.312.7667 | www.proarmor.com

[For further information on installation instructions and warnings please visit our website]
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PRO ARMOR CAGE SYSTEMS HAVE BEEN LABORATORY TESTED TO MEET OR EXCEED
FED ANSI/ROHVA-1 STANDARDS.

DISCLAIMER:

This product is sold without warranty expressed or impied. No warranty or representation
is made as to products ability to protect the user/occupant from any injury or deeath in
any manner of use. The user assumes that risk. The effectiveness of this equipment is
directly related to the manner in which it is installed, used and/or maintained. Proper
installation is solely the responsibility of the installer, and will not be assumed by

Pro Armor.
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